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GENERAL NOTES

‘THESE NOTES APPLY TO ALL GIRDERS.

SUPPORT WITH STEEL
OR ELASTOMERIC BRGS.

A VARIES FOR ELASTOMERIC BRGS.
SEE STD. 27.7
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B DEVICE FOR HANDLING AND ERECTING THE GIRDERS. ALL GIRDERS

SHALL BE CAST FULL LENGTH AS SHOWN.

SIDE_VIEW OF GIRDER

STRANDS SHALL BE FLUSH WITH END OF GIRDER. ENDS OF STRANDS
SHALL BE PAINTED WITH NON-STAINING GRAY NON-BITUMINOUS
JOINT SEALER. [THIS APPLIES ONLY TO THOSE ENDS OF GIRDERS THAT]
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SUBSTITUTED FOR THE STIRRUP REINFORCEMENT SHOWN, UPON
APPROVAL OF THE STRUCTURES DEVELOPMENT SECTION. (608) 266-8494
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WELDED WIRE FABRIC SHALL CONFORM TO THE REQUIREMENTS OF
ASTM A497.
SYM. ABOUT THIS POINT FOR IFF THE CONTRACTOR USES THE BOTTOM FLANGE TO SUPPORT
GIRDERS WITHOUT CONTINUITY CONSTRUCTION FORMS, THE CONTRACTOR SHALL SUBMIT FALSEWORK
AT BOTH ENDS. —— sl<— SYM. ABOUT THIS POINT FOR PLANS FOR APPROVAL BY THE STRUCTURES DESIGN SECTION.
| GIRDERS WITH CONTINUITY
| AT BOTH ENDS.
| . 1 . |
| \ \ \ | DESIGNER NOTES
| . ! |
€ oF ‘ I ON MULTIPLE SPAN STRUCTURES SET THE END BLOCK LENGTHS
seamnG | oF OF GIRDERS RESTING ON THE SAME PIER TO *+ 2". ON SIMPLE
ABUT. | EE/;FE‘EG SPANS SET THE END BLOCK LENGTH ON BOTH GIRDER ENDS TO
e o + 2", n
2-8Y5"| [*4 @ 1-3*4 @ 1-4"F4 @ 144 o 1-4'|*4 @ 1-4"F4 © I-4"F4 © I-4"|*4 o 1-37] [2'-8/p" o3 BaRs 70" PRETENSIONED
| P-gn R THE MAX. NUMBER OF DRAPED 0.6"¢ STRANDS IS 8. GIRDER DETAILS
i e s COATED GIRDER LENGTHS IN EXCESS OF 140 FEET MAY BE CONTROLLED BY
o 8" %4 @ 8" TRANSPORTATION LIMITATIONS AND REQUIRE APPROVAL BY THE
PRESTRESS GIRDER MANUFACTURERS. STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION
MAXIMUM STIRRUP NUMBER REQUIREMENTS SPECIFY CONCRETE STRENGTH AS REQUIRED BY DESIGN FROM A STRUCTURES DEVELOPMENT SECTION
MIN. MINIMUM OF 6,000 PSITO A MAX.OF 8,000 PSl. USE 0.6" STRAND
VALUES SHOWN ARE FOR STIRRUPS FOR 105'-0" SPANS AND 1I-6" GIRDER FOR ALL PATTERNS. —
SPACING, HS20 LOADING. DESIGN STIRRUPS FOR ALL OTHER CASES. USE - :
%4 BARS AT I'-4" AS MINIMUM STIRRUP AREA. w w APPROVED: P 5 25 2 hrrnchs 7-03

STANDARD 19.5





